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	Potential Hazard
	Risk level

	Awkward/sustained postures - bend, reach, lift
	

	Forceful exertions - lifting
	

	Repetitive movements
	

	Vibration
	

	Compression
	

	Sharp points/edges - sharp materials
	

	Pinch points - bin lids
	

	Materials falling - bin lids
	

	Surfaces causing falls - icy, snow in winter
	

	Moving machinery
	

	Chemicals
	

	Biological pathogens - contact with waste
	

	Electrical
	

	Extreme heat/cold
	

	Noise
	

	Combustibles/flammables
	

	Risk of falling
	

	Other
	



	Risk control devices, personal protective equipment, and other safety considerations
	Training/Reference info

	
	



What are some good general safe work practices?
PRE-OPERATIONAL SAFETY CHECKS
Locate and ensure you are familiar with all machine operations and controls. 
Check workspaces and walkways to ensure no slip/trip hazards are present. 
Put the compressor in a suitable location for safe operation.
Lock the wheels on the base of the compressor to prevent movement.
Check that all fittings and connections are in good condition.
Check all fittings are securely connected before being pressurised.

OPERATIONAL SAFETY CHECKS
Start the compressor, noting pressure increase and cut-out/cut-in pressure.
Listen for any air leaks from any flexible airlines and immediately report if any leaks are found.
Adjust pressure regulator to suit work requirements.
Check the compressor at regular intervals.

ENDING OPERATIONS AND CLEANING UP
Switch off machine when work completed. 
Leave the machine, hose and work area in a safe, clean and tidy state.

POTENTIAL HAZARDS
Unsecured hoses whipping under pressure.
Compressed air.

DON’T
Do not use faulty equipment. Immediately report suspect machinery.
Do not blow compressed air onto the skin.
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