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	Potential Hazard
	Risk level

	Awkward/sustained postures - bend, reach, lift
	

	Forceful exertions - lifting
	

	Repetitive movements
	

	Vibration
	

	Compression
	

	Sharp points/edges - sharp materials
	

	Pinch points - bin lids
	

	Materials falling - bin lids
	

	Surfaces causing falls - icy, snow in winter
	

	Moving machinery
	

	Chemicals
	

	Biological pathogens - contact with waste
	

	Electrical
	

	Extreme heat/cold
	

	Noise
	

	Combustibles/flammables
	

	Risk of falling
	

	Other
	



	Risk control devices, personal protective equipment, and other safety considerations
	Training/Reference info

	
	



1. DO ensure that welders check their equipment at frequent and regular intervals for defects, particularly for defective cables in wet areas.
1. DO ensure buffing and grinding operators wear face shields, safety glasses, and hearing protection.
1. DO Ensure full and empty cylinders be kept separate and identified.
1. DO Ensure cylinders are secured and in upright position.
1. DO ensure flammable materials are kept out of weld areas.
1. DO avoid watching arc without proper eye protection.
1. DO Ensure grinders and buffers have proper guards installed as per manufacturer specifications.
1. DO ensure that when welding or grinding use portable grinding / welding shields around the area where work is being done.
1. DO have welding cables off the ground and up in walk areas.
1. DO NOT use contact lenses when welding. Use CSA approved safety eye wear.
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